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55AC SERIES ENCLOSED MODELS

TO CUSTOMERS SOURCE
(-27 OPTION USES WIRES INSTEAD OF PLUG)

OUTPUT RECEPTACLE
(OR OUTPUT CORD FOR -27 OPTION)

USE # 10 SCREW

5.125

55AC SERIES CHASSIS MODELS

LOAD

FUSE

ON/OFF
SWITCH

L1

L2

55AC / 57AC

-A OPTION

LOW CURRENT
SWITCH

(if desired)

REMOVE THIS JUMPER WIRE IF 
SWITCH IS ADDED

CUT THIS JUMPER WIRE FOR 1/2 
WAVE OPERATION

NOTE: FOR 55AC-A, USE HOOK-UP DIAGRAM TO LEFT IN 
CONJUNCTION WITH THE INSTRUCTIONS SHOWN BELOW.

-D OPTION

-27 OPTION  =  MINIMUM CORD
                           LENGTH OF 60"

-21 OPTION  =  MINIMUM CORD
                           LENGTH OF 15"

A-1-1345G

CONTROLS

NOTE:
The 55 Series is designed to work with shaded pole,
permanent split capacitor, permanent split-phase,
universal motors or any resistive load.  It is not
designed for capacitor start motors.


