
Fwd./Rev. Switch
(SPDT "Center OFF" type)
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6A 100V

Basic Connections for  "Wig-Wag" operation with "SpeedPot" input

NOTE:  Remove the factory-installed
"jumper" between P4-9 & P4-10
before connecting Keyswitch

NOTE:  Remove the factory-installed
"jumper" between P4-9 & P4-10
before connecting Keyswitch

As above except  "Single Direction" operation (using Direction Switch)

SPEEDPOT THROTTLE
(Zero Throttle at full CCW)

SPEEDPOT THROTTLE
(Neutral Throttle at Center)

HBP HOOK-UP DIAGRAMS

WARNING:   If using a "voltage-type"
throttle controller, connect between P4-15
and P4-11. DO NOT USE P4-14 or P4-16

WARNING:   If using a "voltage-type"
throttle controller, connect between P4-15
and P4-11. DO NOT USE P4-14 or P4-16



User Output 2 & 3 Typical Connections
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User Output 2 (Internal to HBP)
(Output 3 same except conn. to P4-8)
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(Typical External Circuit)

1KΩ 
(typ.)

-4

-3

P5

-2

-1

-16
-15
-14
-13
-12
-11
-10
-9
-8
-7
-6
-5
-4
-3
-2
-1

P4
P1

-14-8

-7-1

G

D

S

User Output 1 
(Internal to HBP)

Electromechanical Solenoid (typ.)

(Typical External Circuit)

User Output 1 Typical Connections

Caution: Control is sensitive towards static electricity. Use proper grounding
procedures when handling control.


